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Wet Area 1:2
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Durafloor™ Profile
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Shower Recess 1:2

ADFL_003

Durafloor™ Profile
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Staggered Sheet Layout - Interior 1:2
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Durafloor™ Profile
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Squared Sheet Layout - Interior 1:2
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Durafloor™ Profile
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Joist Spacing - Interior 1:2

ADFL_008

Durafloor™ Profile
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Staggered Sheet Layout - Exterior Deck 1:2
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Durafloor™ Profile

Detail

Date Jan 2014

Scale

Detail No.

ADFL_019_DECKFINISH

Squared Sheet Layout - Exterior Deck 1:2
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Durafloor™ Profile
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Joist Spacing - Exterior Deck 1:2
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Durafloor™ Profile
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Deck Finishing with Tile face 1:2
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Durafloor™ Profile
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Deck Finishing 1:2

ADFL_019

Durafloor™ 

50mm min

from edge

18mm from sheet end

Durafloor™

Exterior Tiles

Drip Angle

Overhang 50mm max.

Tile Adhesive

Membrane

Durafloor™

Drip Angle

Overhang 50mm max.

450mm

Note:

Floor joists must be a minimum of 45mm wide for correct

jointing.

A bead of construction adhesive on the contact face of each

joist will assit fixing and layout of sheets.

200mm

max

50mm min

from edge

18mm from sheet end

450mm

Note:

Floor joists must be a minimum of 45mm wide for correct

jointing.

A bead of construction adhesive on the contact face of each

joist will assit fixing and layout of sheets.

Sheet Control Joint

Do not bridge with tiles
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Control joints at 4.5m max in either direction

Sheet Control Joint

Tile joint to coincide with sheet control joint

T
i
l
e

 
c
o

n
t
r
o

l
 
j
o

i
n

t
 
i
s
 
a

t
 
3

.
6

m
 
m

a
x

T
o

 
b

e
 
p

o
s
i
t
i
o

n
e

d
 
o

v
e

r
 
t
o

u
n

g
e

 
a

n
d

 
g

r
o

o
v
e

 
j
o

i
n

t
 
a

n
d

 
w

h
e

r
e

 
s
t
r
u

c
t
u

r
a

l
 
j
o

i
n

t
s
 
a

r
e

 
p

o
s
i
t
i
o

n
e

d

Control joints at 4.5m max along the length and 4.2m along the width

and where structural joints are positioned

Note:

Do not direct stick tiles to this layout

To be used with floating mortar bed only

Duraliner™ Plus

Perimeter flashing

Durafloor™

Mortar Bed

Mortar Bed

Preformed Shower Base

Waterproof Membrane

Durafloor™

200mm

max

Note: Suitable for wet areas with waterproof membrane fitted

and tiled, and non wet areas fitted with vinyl or carpet.

Note: Suitable for non wet areas tiled (waterproof membrane must be applied)
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Starter Plank 1:2

ANUL_005

NuLine™ Plus

BGC Interior Liningboard

BGC Nuline™ Plus

Timber Frame

Vapour Permeable Sarking

Starter plank (Typical 100mm wide)
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Flashing

Damp Course
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Half Height Timber Frame 1:2

ANUL_008

NuLine™ Plus

Selected Timber/Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Vapour Permeable Sarking

Starter strip

Dado moulding (supplied by

other)

Brickwork

Damp Course
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Concealed Fixing System Steel 1:2

ANUL_015

NuLine™ Plus

Vapour Permeable Sarking

Selected Steel Frame

BGC Interior Liningboard

BGC Nuline™ Plus
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Concealed Fixing in Bushfire &

Coastal Areas

1:20

ANUL_016

NuLine™ Plus

600mm

MAX CTRS
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Vapour Permeable

Sarking

NuLine™ Plus

Timber Stud Framing

A4 SHEET @ 1:2
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External Corner Detail 1:2

ANUL_010

NuLine™ Plus

BGC NuLine™ Plus

External Aluminium

Corner. Fix to Stud

Fasten 50-100mm

from plank end

Vapour Permeable Sarking

Flashing

A4 SHEET @ 1:2
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Internal Corner Detail 1:2

ANUL_011

NuLine™ Plus

BGC NuLine™ Plus

Vapour Permeable Sarking

Flashing

Internal Aluminium Corner

Fasten 50mm

from plank end

A4 SHEET @ 1:2
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Window Trim Detail 1:2

ANUL_014

NuLine™ Plus

Double Stud Timber Framing

BGC NuLine™ Plus

Vapour Permeable Sarking

Window Flashing

Aluminium Window Profile

J Mould
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Thermal Breaks 1:20

ANUL_017

NuLine™ Plus

Vapour Permeable

Sarking

NuLine™ Plus

Steel Framing

Insulation

60mm Bullet Head Nail

50mm x 2.8mm Galvanised Flat Head Nail

EDPM Foam Gasket
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Concealed Fixing in Bushfire &

Coastal Areas

1:2

ANUL_016

NuLine™ Plus

Vapour Permeable Sarking

Timber Frame

BGC Interior Liningboard

BGC Nuline™ Plus

60mm Bullet Head Nail

@ every 3rd/4th Timber Stud

50mm x 2.8mm Galvanised Flat Head Nail

@ every Timber Stud
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Thermal Breaks 1:20

ADGV_025

Duragroove™ 

Vapour Permeable

Sarking

Durascape™

Steel Framing

EDPM Foam Gasket
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Waterproof Membrane

Primer

Tile Adhesive

Tiles

Duraliner™ Plus

Primer

Waterproof Membrane

Minimum

Fall

1:100

Minimum

Fall

1:100

Primer

Exterior Tiles

Tile Adhesive

Membrane

Primer


